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Inspection Protocol – Nacra 15 Class Event

Present your boat at the Inspection 
station:
• Fully equipped in race condition 
• Mast down (spreader in front of mast 

ball)
• Hatches open / hulls dry
• Compensation weights detached (if any)
• Rudders on transom / trampoline
• Daggerboards in the straps
• Righting line under trampoline
• Towing Line removed
• Tiller bar removed

• 1 Main sail, 1 Jib, 1 Gennacker

• 2 helmets (EN1385)
• 2 life vests (ISO 12402-50) each with

• a safety knife
• a whistle 

• 2 harnesses (max 2.4 kg when wet)
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Personal Equipment Inspection Station

2 Trapeze harnesses
(max 2.4 kg - wet)

Tiller (optional)

Tow Line
8mm x 15m
Floating (PP)

2 Life Jackets, each with
• a knife 
• a whistle 

2 helmets (EN1385)



Beam Flex Inspection Station

Must Pass
Shall Not Pass

9 mm5 mm Go / NoGo



Event Stickers :
• Hulls (both transoms)
• Mast
• Rudders 
• Daggerboards 

Inspection Protocol – Nacra 15 Class Event Stickers



Inspection Protocol – Nacra 15 Class Jib Purchase

- Article I . 3:1 Purchase

- Suggestion (picture)

- Tail the line back to the aft 
beam to allow adjustment 
between races




